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No responsibility is accepted for the accuracy of this information. Subject to engineering and design changes.

SAFECONTROL
Control is good –
measuring with Kelch is better!
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Item No. for Case set Item No. for single items HSK F/kN
    

309.028 309.128 25 0 - 22
309.021 309.121 32 0 - 22
309.022 309.122 40 0 - 22
309.023 309.123 50 0 - 37
309.024 309.124 63 0 - 75
309.025 309.125 80 0 - 75
309.026 309.126 100 0 - 100

HSK (DIN 69893 / ISO 12164-1) 

Item No. for Case set Item No. for single items SK F/kN
    

309.014 309.004 30 0 - 22
309.011 309.001 40 0 - 37
309.012 309.002 45 0 - 45
309.013 309.003 50 0 - 75

On request! 309.052 60 0 - 100

SK (DIN 69871-1 / MAS BT)

Item No. for Case set Item No. for single items SK F/kN
    

309.075 309.005 30 0 - 22
309.076 309.006 40 0 - 37
309.077 309.007 45 0 - 45
309.078 309.008 50 0 - 75

SK (DIN 2080)

Item No. for Case set Item No. for single items PSK F/kN
    

309.080 309.040 32 0 - 20
309.081 309.041 40 0 - 50
309.082 309.042 50 0 - 50
309.083 309.043 63 0 - 100
309.084 309.044 80/80X 0 - 100

PSK (ISO 26623-1)

Dimensions (WxHxD): 85 × 200 × 60 mm
Weight: ~0.2 kg
Power supply: 12 V / 24 V DC, 1 A
Operating time: 34 hours continuous operation
Nominal 
temperature range:  15 °C to 35 °C, maintenance-free, 

IP40
Readout unit: LCD display, 10.2 mm high figures
Accuracy: < ± 1% of the upper range value
Measuring range:  0-100 kN (standard version) or 

0-130 kN (enhanced version)*1

*1 available on request.

•  1 Force sensing bar in the case
•  Separate readout unit
•  4 rechargeable batteries (Micro AAA)
•  Charger
•  Connecting cable
•  Functional description and test certificate

Some cases are also available with 
several force sensing bars on request. 
Other accessories are available on request.

Standard specification (Single bar):
•  1 Force sensing bar
•  Functional description and test certificate

Technical Data (Display unit): Standard specification (Case set):

Non-standard sizes available on request. Accessories are listed in the 
main catalogue.

* In order to also be able to use this force sensing bar for the MAS-BT 
SK 40 taper length (l1=65.4), a pull stud shortened by 3 mm is required. 
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